
1

2

1

21

2

WT41N0

http://www.zebra.com/wt41n0

FEATURES

Parts of Wrist Mount

CHARGING INSTRUCTIONS

= LED Indicator Location    Slow Flash = Normal Charge    Solid Amber = Full Charge    Fast Flash = Charging Error

ACCESSORY INSTALLATION

Connecting Accessory to TerminalHeadset Adapter Disconnecting Accessory From Terminal

Four Slot Ethernet CradleSingle Slot USB CradleFour Slot Spare Battery Charger

Battery Installation and Removal

Scan Trigger

Exit Window

Finger Strap

Keypad

Cable
Connector

Connector

Pivoting Buckle

Bracket

Strap

Replaceable Pad

Release Lever

Display

Battery

Connector Cap

Cleat

Battery
Release

Cradle Connection

Power Button

Charge Status LED
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See User Guide for more information

QUICK START GUIDE

Programmable
LEDs



WRIST MOUNT/WEARABLE TERMINAL INSTALLATION

OPTIMUM BODY POSTURE

Taking breaks
and task rotation
recommended

High Scanning

Tighten 
Finger Strap

Remove 
Finger Strap

Rotate
Trigger Assembly

180° Only

Left or Right
Finger

Wrist Mount Installation

Alternate left
and right knees

AVOID BENDING

AVOID REACHING
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AVOID EXTREME WRIST ANGLES AVOID BENDING AND REACHINGSCANNER FINGER MOUNT

Low Scanning Upright Scanning

Terminal Installation Mounting on Left or Right Wrist

Terminal Removal

WT41N0
72-157178-03 Rev A — March 2015

Mount shorter strap
closer to wrist
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AVOID EXTREME
WRIST ANGLES

Taking breaks
and task rotation
recommended

Use a ladder
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